


WARNINGWARNING

You are cautioned that changes or modifications not espressly approved in 
this document could void yout authority to operate this equipment.
To reduce the risk of fire or electric shock,do not expose this apparatus to 
rain or moisture.
To avoid electrical shock, do not open the cabinet. Refer servicing to quali-
fied personnel only.

NOTENOTE

As the laser is harmful to the eyes, do not attempt to disassemble the cabinet.

Avoiding condensation problems

As much as possible, avoid sudden temperature changes. Do not attempt

to use the drive immediately after moving it from a cold to a warm location, 

to raising the room temperature suddenly, as condensation may form with

in the drive. If the temperature changes suddenly while using the drive, 

stop using it and take out batteries for at least an hour.

Storage

When long time no use,must take out the batteries to avoid destroying the 

device.

Use batteries

At the same time, can not use different style or different capacitance batteries.

And only charge the rechargeable batteries.



First check the accessories

Standard

(If any accessory is short please relate with the dealer  ASAP)

270Hz 1KHz 2KHz

POWER

ON/OFF GLINT
VISIBLE

LASER SOURCE

Optical Fiber Identifier



Description

1-Fiber location

2-Left indicative led

3-Power key of visual fault locator

4-Trigger of the fiber identifier

5-Right indicative led

6-Frequency indicative led

7-power indicative led

8-Glint key of visual fault locator 

9-Output of visual fault locator
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POWER

ON/OFF GLINT
VISIBLE

LASER SOURCE

Optical Fiber Identifier



Battery set
Warning:At the same time, can not use different style and different capacitance batteries.

1.Push the tip 2.Open the battery slot

3.Replace the batteries 4.Close the battery slot



Availaber for different Fiber

1.Available for 800nm~1700nm laser signal

2 Based on non-destructive technology

3 No need to replace the clamp block for different fiber

.

.

250um bare fiber

900um fiber

2.5mm patch cord

3mm patch cord

Availaber for different Fiber



Operation 

        Put the fiber into the fiber location and push down the 

trigger to begin testing. After 1~3 seconds,  it output the 

results.

     The data in the LCD means the signal intensity, if too 

weak,it will be "NO".
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Direction and tone

        It is the main function to test the direction of the signal 

in the fiber. The corresponding indicative led will be on.

        And if the signal carrys different frequency--270Hz,

1kHz, 2KHz, the indicative led will be on also.
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Visual fault locator

        Open the cap in the bottom of the device, and press the 

"ON/OFF" key to turn on or turn off the visual fault locator.

        Press "Glint" key to open or close the flash laser.
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Low power indicate

    When the "POWER" led flash, it means low battery energy,

please replace the batteries.
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Common malfunction

DescribedDescribed

Can't turn on

After turn on shut it 
immediately

Malfunction causeMalfunction cause

Display the messy 
code

Reset is incorrect

Can't identification

Wrong identification

Wrong location

Handle wayHandle way

Reset

Test again

Check battery capacities

Unavailable fiber

No battery Check battery setting

Change battery

Change fiber

Maintenance and calibration

Routine attention

1.Fiber-optical adapter should keep clean.

2.Please store the device in dry and ventilated place.

3.The long period no use , please take out the batteries.



1mW or 10mW
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